ProPex Silt Stop is a completely self
supporting silt fence fabric requiring
only posts to construct a complete,
highly efficient, long lasting silt fence.

Special unique interwoven features

of Silt Stap include:

» Post attachment BELT that provides
quick and easy support post spacing
as needed. '

» BELLY BAND for extra strength at the
area of greatest stress. '

.+.DEPTH.GAUGE -that insures adequate - -

toe-in of the silt fence.

High silt retention efficiency with
minimum back pressure buildup.

Treated to insure protection against
sunlight degradation.

Easy Installation ;

1. Dig a (4" to 67) trench along the intended

. fence line. '
§21Except for the end post, drive all-posts

& ‘into the ground at back side-of trench at

*  recommended installation spacing’

3, Lay out Silt Stop on the uphill side along the

i fence line.

“4. Slip pocket in end of Silt Stop over the first
post insuring that bottom red gauge line is
at ground level.
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Alternate Method of Installation
Lay bottom 6" of fabric (red gauge line) on
- ground and back fill over fabric.

*Pasis should not be spaced more than 107 apart

ST STOP

Sediment Gentrol Fabric

5. Stretch Silt Stop tautly to next post.

6. Pull attachment belt out about 27 twist into
a loop. and slip over. the post insuring that

_ bottom gauge line is at ground level, - -

Pull oun tie belt, Pyl the belt
st it Yoop and, tight arcund
shiche ower post pest
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7. Repeat step 6 at each post. )
8. Slip the last post in pocket of Silt Stop—
pull tautly —drive the post in the ground.

9. Drape bottom 6" of Silt Stop (below red gauge

ine} in trench, back fill with soil and compact.
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